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The Zeus 465W Compact is a very high performance

full-cycle top lighting solution for commercial and hobby
horticulture cultivation, with the power and flexibility to

scale from vegetative growth to higher light intensities m

in bloom.
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ZEUS 465W COMPACT

SO 2.3 pmol/J
1070 pmol/s

INPUT VOLTAGE 200-240V, 50-60Hz
POWER CONSUMPTION 465W
FOOTPRINT 1.2x1.2m
Multi-layer, Room, Tent
WATERPROOF & DUSTPROOF IP65
60 000 hrs
120°
Osram and Lumileds Philips Diodes

J[O]pa VN[O Red 8% , White 92%
pl[elp]SY=ZE(@|IN[OA Osram Dark Red 660NM 3.3 pmol/J

Lumileds Philips White 2.7 pmol/J

DIMMABLE OFF-25%-50%-75%-100%

with 0-10V Light Dimmer (Included)

EXTERNAL CONTROL With Lumatek Digital Panel

(Sold Separately)

WElCL I 11 Kg
RIS\ [O]\SE 998x900x51.9mm

SPECTRUM Full Spectrum +
THERMAL MANAGEMENT Passive

(With Driver Attached): 1706 BTUs/h
(With Driver Remote): 1586 BTUs/h

POWER FACTOR >0.95
DRIVER LOCATION Fixed in structure or detachable

for remote use (Extension Cables
Sold Separately)

WARRANTY
CERTIFICATIONS

5 Years

EN 61347-1, IEC 60598-1-2014,
GBT 33721-2017 & GB7000.1-2015

EXTERNAL CONTROL

The Zeus fixture can also be externally controlled
with a Lumatek digital lighting controller
featuring automated dimming, temperature
safety control, Sunrise & Sunset Mode for up to
100 fixtures per controller.

ITEMS INCLUDED IN THE BOX:

5 x Lumatek 93W Full-Spectrum
Magnet Light Bars*

1 x Lumatek 465W Driver with
Connecting Cables

1 x 0-10V Light Dimmer + Velcro

CE, IP65, UL1598, UL8800, EN61347-2-12,

998mm
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SPECTRUM GRAPH

350 463 575 688 800

INPUT CURRENT (A/W) PER DIMMING RANGE

POWER (DIMMING) 100%
AMPS 0.6A 1.1A 1.7A 2.1A

WATTAGE 116.3W  2325W  348.8W  465W

1 x LED Structure with
Connecting Cables

2 x Metal Cable Hangers

1 x Manual

*93W Standard LED bar only to be used with compatible Zeus 465W Driver/Fixture



PPFD: PHOTOSYNTHETIC PHOTON FLUX DENSITY (umol/m2/s)

FACTORS THAT CAN INFLUENCE PPFD TESTS

- PC COVER TRANSMITTANCE DEVIATION
- POWER SOURCE EFFICIENCY DEVIATION
- REFLECTION CONSIDERED OR NOT

- TEST EQUIPMENT.
- LAMP BEADS DEVIATION
- AMBIENT TEMPERATURE DEVIATION

RECOMMENDED PPFD (pmol/m2/s)

PLANT SEED CLONES VEGETATIVE FLOWERING

TEST POINTS i3

LIESIAVNAN 1.2M x 1.2M

LUMATEK ZEUS 465W PPFD MAPS

& EVERFINE PLA20

LEIR=OCIEYISNI INTEGRATING 2 METER SPHERE

100300  75-150 300-550 650+ AMBIENT TEMPERATURE [E1g
150350  75-150 B505550 s IO A2 15CM, 30CM, 50CM, 100CM, 150CM
CUCUMBERS 100-300 - 300-550 650+ REFLECTION 0§
PEPPERS 150-350 = 300-550 650+
HEIGHT TO TEST POINT  [REYd1)] HEIGHT TO TEST POINT DI HEIGHT TO TEST POINT [EJ!ld))}
CANOPY AVERAGE PPFD CANOPY AVERAGE PPFD CANOPY AVERAGE PPFD
1,2m x 1,2m: 716.63 pmol/m2/s 1,2m x 1,2m: 596.38 pmol/m?/s 1,2m x 1,2m: 552.63 pmol/m?/s
~ N\ ] ~ ~ ~ N T
396.85 841.16 879.93 791.42 353.29 357.86 572.67 597.58 554.51 331.61 409.53 509.43 508.23 476.47 356.16
492.23 1034.5 1097.1 960.12 454.55 519.39 766.37 820.45 729.96 | 475.13 492.45 606.51 654.27 580.84 461.58
574.18 1074.7 | 111.2 1026.1 404.07 1.2m 515.73 821.48 | 883.12 787.21 494.25 1.2m 502.68 635.44 | 696.48 611.25 475.05 1.2m
456.79 953.8 1000.4 955.64 457.07 495.08 755.53 818.79 742.69 466.83 484.89 594.67 648.03 572.65 460.83
391.41 | 569.47 | 623.72 | 687.92 | 327.46 0.24m 402.84 | 536.49 | 590.48 | 554.6 324.99 0.24m 409.56 | 502.42 | 556.99 | 492.94 | 367.47 0.24m
\ J \ J \ J |
' 1.2m — : ! ' 1.2m —
0.24m 1.2m 0.24m 0.24m
HEIGHT TO TEST POINT JR0[iIdy] FE Rl 150cm
CANOPY AVERAGE PPFD CANOPY AVERAGE PPFD
1,2m x 1,2m: 412.26 pmol/m?/s 1,2m x 1,2m: 336.49 pmol/m2/s
" N f N
421.8 420.97 422.01 418.02 373.24 336.65 346.05 342.44 344.96 312.13
415.34 430.1 444.21 430.84 394.21 340.76 351.44 358.37 353.07 324.97
404.58 429.74 | 450.88 434.56 398.3 1.2m 327.19 349.36 | 359.05 352.14 323.6 1.2m
394.14 423.35 44517 428.14 395.39 318.49 340.93 353.7 350.95 325.13
380 411.99 | 422.04 | 393.43 | 347 0.24m 300.34 | 332.12 | 353.12 | 325.04 | 291.05 0.24m
\ J " J
1.2m — ' 1.2m [
0.24m 0.24m

For sales support:
orders@lumatek.co.uk

General contact:
info@lumatek.co.uk

For technical support:
techsupport@lumatek.co.uk

FOR MORE INFORMATION ON LUMATEK PRODUCTS
VISIT WWW.LUMATEK-LIGHTING.COM



